Operating conditions

Operating temperature 0°C~40°C
Humidity 20~ 90% RH (non-condensing)
Dimensions Width Height Depth Weight
SV9300 430mm 43mm 400mm Skg
Expansion Chassis 430mm 88mm 400mm 8.2kg
4 e a 0
Chassis (2RU) 1 2 3 6 9 12 Standalone Remote
Blade slots 6 12 18 36 54 72 72 900
Physical connections 108 216 324 648 972 1296 1296
2048 2048

Virtual / IP connections 1536 2048 2048
Outside lines (IP
IP trunks
IP trunks (P2P) channels 512 512 512
IP trunks (SIP) channels 100 ’ 200 ‘ 300 | 400 400 512
Digital & analogue
PRI ISDN channels (23B+D) 96 192 288 504 504 512 504 512
PRI'ISDN channels (30B+D) 93 186 279 496 496 496
BRI'ISDN channels 48 96 144 256 256 256
Analogue (COT/ PSTN) 48 96 144 288 432 512 512 512
Analogue (DID / E&M) 24 48 72 144 216 288 288 512
Phone
IP phones
UNIVERGE DT800 / DT700 series / SP350

1024 1536 1536 1536
IP DECT
3rd party SIP 512 1024 1024 1024
Digital phones

1536 1536

UNIVERGE DT400 / DT300 96 | 192 | 288 ’ 576 ‘ 864 | 1152 1152 1536
DSS consoles 32 32 32
Analogue phones
SLT (-24V) 96 192 288 576 864 1152 1152 1536
SLT (-48V) 24 48 72 144 216 288 288 1536




