
Motor Type AC Tubular Motor; Silent Type
Motor Speed 20 rpm
Operating 120 degree Celsius (thermostat cut off motor)
Fabric Roll Speed 3.2m/min
Screen Gain  1.2
Viewing Angle  160 degrees viewing cone 
Screen Materials Matte White, Vinyl fabric

(Flame retardant and fungus resistant)
External Wired Control Normally open, momentary contact closure

(voltage free)
IR Remote Sensitivity Distance Maximum 15 metres 
Sensor Coverage  160 deg. (horizontal) 150 deg. (vertical) 
Power Consumption 121W
Current 0.97 or 0.53 Amperes
Voltage 100‐120VAC or 220‐240VAC , 50/60 Hz

Casing Sectional View

ECO Series (Motorized Projection Screen)
Includes infrared remote control, electronic screen control & universal bracket

Viewing AreaW x H (Casing Length (cm)  Total Height(cm) 

ECO‐1515WS 158 x 158 150 x 150 166 166
ECO‐1818WS 183 x 183 175 x 175 191 191
ECO‐2121WS 214 x 214 206 x 206 222 222
ECO‐2424WS 244 x 244 236 x 236 252 252

Export Models Only
Model Diagonal Viewing Area Casing Length (cm)  Total Height

(inches / cm) W x H (cm)  (cm) 
4:03 ECO‐1713V 86" / 218 175 x 131 191 184

ECO‐2015V 100" / 254 203 x 154 221 207
(4 Sided Black Borders) ECO‐2317V 116" / 295  236 x 177 252 230

16:09 ECO‐1709H 79" / 201 175 x 99 191 151
ECO‐2011H 92" / 234 205 x 115 222 168

Format

Specifications for Economical Screen

Format Model Screen Size  (cm)

1:1  (3 Sided Black Borders)



(4 Sided Black Borders) ECO‐2212H 100" / 254 221 x 124 237 177
ECO‐2313H 106" / 269 236 x 133 252 186

16:10 ECO‐1710W 81" / 206 175 x 109 191 162
ECO‐2012W 95" / 241 205 x 129 221 182

(4 Sided Black Borders) ECO‐2113W 100" / 254 215 x 135 231 188
ECO‐2314W 110" / 279 236 x 147 252 200


