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Banknote Counting Machine

GND/GNH-700 series

GNH-710"
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ACCURACY, THE KEY TO
STRAPPED BANKNOTE VERIFICATION.

GNH-700 & GND-700 Series are the Next Generation Vacuum Type Banknote Counters with the following
new features, which ensure maximum accuracy in verification of strapped banknotes.

Variable Counting Speed

Selectable counting speeds of 1000/1500/2000/2400 pcs/min. At the highest speed selection, they provide a 60% productivity
increase over conventional models (1500 pcs/min). At the lowest speed selection, they are 33% slower than conventional
models, making them ideally suitable for counting poor quality banknotes.

Easily Adjustable Counting Positions
A new Adjustment Knob locates the best counting position, and
minimizes mis-counting of banknotes with pinholes or folded-corners.

Simple and Viewable Operation Panel

LED display on the compactly designed operation panel, ensures clear and easy
viewing, indicating counted number with 4 digits, and batch numbers with

3 digits simultaneously.

Specifications
GNH-710 GND-710

DIMENSIONS (WX DXH) | 350x310x965 mm (13.7x12.2x37.9") 350x420x325 mm (13.7x16.5x12.5")
WEIGHT Approx. 29 kg Approx. 21 kg -

Length: 90 — 185 mm (3.5 —7.2") | Length: 90 — 185 mm (3.5 — 7.2")
COUNTABLE BANKNOTE SIZE | Width: 60 — 97 mm (1.3 — 3.8") Width: 60 —97 mm (1.3 —3.8)

Thickness: 0.06 — 0.10 mm (0.002 — 0.008") | Thickness: 0.06 —0.10 mm (0.002 — 0.003")
COUNTING SPEED 1000, 1500, 2000, 2400 pcs/min. | 1000, 1500, 2000, 2400 ps/min.
HOLDER CAPACITY Approx. 150 notes Approx. 150 notes
POWER SUPPLY 220-240V + 10% 50 / 60 Hz 220-240V + 10% 50 / 60 Hz

- 100-120V + 10% 50 / 60 Hz 100-120V + 10% 50 / 60 Hz
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GLORY MONEY HANDLING MACHINES PTE LTD
331 North Bridge Road #20-03/05, Odeon Towers, Singapore 188720
Tel: +65-6837-2813/Fax: +65-6837-2803

Manufactured by GLORY LTD.
3-1, Shimoteno 1-chome, Himeji
670-8567, Japan

Myanmar Golden Rock International Co., Ltd.

Head Office ¢ 6" Floor, Building 18, Myanmar ICT Park, Hlaing Township, Yangon.
Tel: (01) 654810 to 654819 & (01) 654844 to 654848 Fax: (01) 654820
Contact Person :  Kyaw Zayar Oo H.P 09-5062711, Email : glory@accel.com.mm
Yangon Showroom :  Unit 7~8, Aung San Stadium (South Wing), Mingalar Taung Nyunt Township, Yangon.
Tel: (01) 243036~37, 393438 Fax: (01) 243036
Nay Pyi Taw Branch : No. 1188, Yarza Htar Ni Main Road, Paung Laung (3) Ward, Nay Pyi Taw.
& Showroom Tel: (067) 25331, (09) 49201190 Fax: (087) 25331
Mandalay Branch :  Unit 4-5, SY Building on 78th Street, Between 29th Street & 30th Street, Mandalay.
& Showroom Tel: (02) 36014, 39857, 39816, 39617~19 Fax: (02) 36014

Email :  sales@mgr.com.mm



