
Motor Type

AC Tubular 

Motor; Silent 

Type

Motor Speed 17 rpm

Operating

120 degree 

Celsius 

(thermostat cut 

off motor)

Fabric Roll Speed 4.8m/min

Screen Gain  1.2

Viewing Angle 
160 degrees 

viewing cone 

Matte White, 

Vinyl fabric

(Flame retardant 

and fungus 

resistant)

Normally open, 

momentary 

contact closure

(voltage free)

IR Remote Sensitivity Distance
Maximum 15 

metres 

Sensor Coverage 

160 deg. 

(horizontal) 150 

deg. (vertical) 

Power Consumption 121W

Current
1.2 or 0.64 

Amperes

Voltage

100‐120VAC or 

220‐240VAC , 

50/60 Hz

Specifications for Professional  Large Screen

Screen Materials

External Wired Control



Casing Sectional View

Screen Size Viewing Area
Total 

Height

(cm) W x H (cm) (cm)

1:01 PRO‐L2727Vyl 274 x 274  266 x 274 286 301

PRO‐L3030Vyl 305 x 305 297 x 305 317 332

(3 Sided Black Borders) PRO‐L3636Vyl 366 x 366 358 x 366 378 393

PRO‐L3939Vyl 390 x 390 382 x 390 402 417

PRO‐L4040Vyl 400 x 400 392 x 400 412 427

PRO‐L4343Vyl 426 x 426 418 x 426 438 453

Diagonal Viewing Area
Total 

Height

(inches / cm) W x H (cm) (cm)

4:03 PRO‐L3023V/Vyl 146" / 371 297 x 223 317 286

PRO‐L3627V/Vyl 176" / 447 358 x 268.5 378 337

(4 Sided Black Borders) PRO‐L4030V/Vyl 193" / 490 392 x 294 412 357

Diagonal Viewing Area
Total 

Height

(inches / cm) W x H (cm) (cm)

16:09 PRO‐L3016H/Vyl 134" / 340 297 x 167 317 230

PRO‐L3117H/Vyl 141" / 358 312 x 176 332 238

(4 Sided Black Borders) PRO‐L3922H/Vyl 177" / 450 392 x 220 412 284

Diagonal Viewing Area
Total 

Height

(inches / cm) W x H (cm) (cm)Format Model Case Length (cm)

Model Case Length (cm)

Format Model Case Length (cm)

PRO‐L Series (Motorized Projection Screen)

Includes infrared remote control, electronic screen control & universal bracket

Format

Format Model Case Length (cm)



16:10
PRO‐

L3018W/Vyl
138" / 351 297 x 186 317 249

PRO‐

L3220W/Vyl
145" / 368 312 x 195 332 258

(4 Sided Black Borders)
PRO‐

L3924W/Vyl
182" / 462 392 x 245 412 308


